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Interactive Content Delivery

Agenda

« Content Management &  Digital Information * Content and Data
Delivery Services Analytics
- CM + CD Methods - CD Applications & - CMS & CDP
Inf ti '
- Intelligence Cascade nlormation services - Industrial Analytics and Al
- Visual Access and
Robotics
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Introduction: Content Management & Delivery

How to build and manage intelligent content



Interactive Content Delivery

CM Methods

CM for Reuse, Process Management and Publishing

 @® =
]

Reuse / ]
Referencing . E

Cross Media Publishing
(automated)

©Prof. Dr. W. Ziegler 14ICM [



CM and Delivery

CM Methods

Interactive Content Delivery

Basic CM Concepts in TC

* CMS principles
Controlled reuse of content modules (topics) in multiple
documents or media by the use of metadata

« CMS offer technologies for

- Variant management (product & media variants, configuration)
- Version management (change Management)

- Translation management (internationalization, globalization)

- Cross media & publishing management

- Generating Docs by “native intelligence of data”

©Prof. Dr. W. Ziegler 14ICM [



Interactive Content Delivery

CM and Delivery

CM Methods Basic Dimensions of Module Classification
(PI-Class® and de reference model Pl-Fan)

Adu.stlng the height \
The helt djustmem is infinitely variable. Product_CIass Info rmation-C|aSS

1. Hold the functional unit 1 by the handle at the
top.

2. With the other hand loosen the retaining
screw 2 at the rear of the telescopic rod.

3. Pull the functional unit 1 to the desired

height.
4. Tighten the retaining screw 2 by hand again B a S e/
Telescopic Rod

Operation/
Height
Adjustment

hand tight,
5. Release the handle.

—» The device is now at the desired
height.

intrinsic

User Manual,
~ Service

\ Manual,... / extrinsic

- X3B, X3-H1,
X5-B, X5-D,...

Figuee 1: Adjusting the height

www.pi-fan.de
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Interactive Content Delivery

CM and Delivery

CM Methods Classification of Components

:’cf::::nm,z v::':-t-‘"“‘"-’“ Taxonomy of (intrinsic) Product Component Classes
. . Fu oup | Functional unit) .
Content Engineering: Sorpiet devise ._E.
° Drive
¢ To p I CS zzl::ection .

« Meta data (Class.) e

Analogous procedure of component-based

decomposition and classification of software products:

- software com ponents

Heating

Rotor - software classes/objects

- GUI components

- programming units

Display_operating element
Speed controller
Swivel control

Temperature control

Display
Mounting bracket EN Translation provided by RWS Group, Germany
Base
Base plate
Telescopic rod
| cellnemount | www.pi-fan.de
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Interactive Content Delivery

CM and Delivery

CM Methods Classification of Information Types

Information class 2 Information class 3 .
(Detailed
| (Product life cycle) product life cycle) . .
Procedure
Operation .
Blower adjustment
Height adjustment
Tilt adjustment Taxonomy of (intrinsic) Information Classes
Swivel activation
Temperature adjustment
| Getting started |
| Assembly |
Maintenance
Check
Repair
e o
Disposal
Function
Tech. data
Plan
Diagnostics
Error code
Manual
Safety
General safety
Intended use

Forsee. misuse

EN Translation provided by RWS Group, Germany .
www.pi-fan.de

©Prof. Dr. W. Ziegler 14ICM 8%



CM and Delivery

. Heating l Safety
{ I-E. Functional Description
-E I Rotor I Repair

4 
. Display \

Content
Topic

l . User Manual
N h
I .T3B 0 0 IService Manual
- fh ofh
i i

Variant properties Functional Metadata

Hierarchies, Taxonomies, List, ...
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CM and Delivery

CM Methods

Interactive Content Delivery

Implementation of Pl-Classification/Pl-Fan
Methodology of Metadata & Variantmgnt.

= D ——
+ G0 | & hinzufogen, zu l6schen oder 2u ndern
PR E Aligemane Sicharhertghnweise
4 (2] Module =) 1_Aigemsine Scherheitshrwed ) Aligernsine Sicherheitshinweise - 01 WIP
1 1_Algemenssicherheitshimeine =~
(2 2_Procuktbeschretbung | Egerschaft T. wert
(3 3 Mantage Auter @ <nhtgesetzts
9 4_inbeietnahme Fabgkeitsdatum © <nicht gesetat>
21 5_Bedenung Geplante Freigabe @ <nicht gesetat>
(5] &_veartung Fregeber © sdont
(2 7_Feberbehebng Info Klasse © Wgemeine Scherheit EEE
(21 8_Kentaktdaten # Fomponenten © [Gesamtgerst] o s
(2] 9_Entsorqung Components o :
’ u&mu iR — .'Lﬁ-ﬂ. e
51 4 Jnbeviebnome » [i) Rotor montieren [Tischgerate] [ Abvildungsverzeichnis
&) 5.pedenmg > [{h8oto WISWM [) Tabeslenverzeichnis
51 7_Fehlerbehet =
23 Papierkorb 0 7oy andpiatie montiere [) Giossar
- [] nbetriebnanme
- [1] Bedienung
: m Wartung
[{] Fehlerbehebungen
. Kontaktdaten
i | Entsorgung
F vaidities Selection
Validities Selection

Here you can select the valditias for the selected XML dlement.

E. H-Serie
B el Flelhe
W= i

-

Merkmal ~ [<G-Rehe
et »5-B
#o2DH1

Abbrechen |

Y

X% DBROG  — —~
lmmmmkmmmﬂ:mmwhwmmhhﬂhnmhMWth‘

Raumen muss die Tragevorrichtung am Gerat

}s Gerat auf seinem Standfull stehen B @ @ &

£
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CM and Delivery

CM Methods

Interactive Content Delivery

~Taxonomies” used for Topic Classification

44

Variant properties  Functional Metadata (Collections) = loT Use Cases

N N B i B Voo N N ; N

. pare aint. rror
I-EI TOOISl l Time .-EI Parts l-El IntervalsI I l l Codes . I
N B 0 0 B B N

©Prof. Dr. W. Ziegler 14ICM 8y



Interactive Content Delivery

CM and Delivery

CM Methods ~Taxonomies” used for Topic Classification

g
i,

Variant Properties/

Features cunctional Metadat
unctional Metadata
- Product (Collections)
Configurations
Location = it:ct:- _E. Parts _E II'\.Ilate-._El FeaturesI_El _E
-El ')F l No N : ial I . I :

©Prof. Dr. W. Ziegler 14ICM cM



Interactive Content Delivery

Referencing modules
* permits controlled processes
CM Methods  avoids uncontrolled redundancies

« defines and populates document structures by topics

CM for Reuse and Publishing

- =
=™m S (RS O
(B [

Reuse /
Referencing

SR =

Cross Media Publishing
(automated)

14 ©Prof. Dr. W. Ziegler 14ICM [



CM and Delivery

Web Delivery
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CM and Delivery

Content Delivery
Portals (CDP)

Interactive Content Delivery

Basic definition and objectives

Systems offering web based access to modular, aggregated
content or other information for various user groups by
related retrieval mechanisms.

- Delivering the right piece of information needed in a
specific situation (request / search / error / task / ...)

©Prof. Dr. W. Ziegler 14ICM 8y
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CM and Delivery

CDP Methods

Interactive Content Delivery

Z-006, Z-007

Interactive Delivery:
Facetted search/request and topic delivery

Machine 'E'

[ |
' Documentu-Eu

Component '

Service

Z-006

Hydraulic system
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CM and Delivery

CD Methods

Use Case:
Retrieving/searching

manually for topics

Interactive Content Delivery

Content Delivery Portal (Pl-Fan)

ﬂ Topchiot x E TaprFiot X | To:«:Pn‘-:t Suche / "Rotor” X

« C A B hups//serviceropicpilot.de/idicm/Tsearch&query=Rotar&facets=PIF_P-intrinsisch_%7C_nid381590fc11dd21664¢0a802645377d8c 1+ AND + Produkt_%7C_nid85e7506eh2e 33f90c0a802687f55910c+AND - Procty @ S

TOPICPILOT.

Direct Search a

Structured Search
Fa cets Navigation Suchresultate

Filter Inhalt , . B
Rotor reinigen Cleaning the rotor
Bauart Bel Verschmutzung des Garates mussen dia Flugelrader des Rotors gersinigt 15.01 2015
® Stanggeral warden Hier erfahran Sie. wie 510 digs Wwn konnen
® Tischgerat
PIF_l-intrinsisch Rot . M h E i
ofor montieren Mounting the rotor
P
rocedures
Bevor Sie iy Gerdl benutzen honnen missen Sie 2undchst den Rofor mandieren 15012016

Hiar erfahren Sie wee Sie dies tun kdnnen
PIF_P-intrinsisch

- All Components x
el B
= Steverungsmechank Schwenkbereich freirdumen
® Schwenksteuerung 1 3 y
.___v,____.___DnIS-cnwumborelch das Gerates muss el 58in. Heramanran Sie. was Sie Im Fa8 15012015
| Schwenksteuerung (1) §Storung dar Schwenkun kion tun konnen
Produkt
- *X-Series %
® X.Serie x
4
Docufy
TOpIC Pilot © DOCUFY GrmbH. 2015 | Imprassum DOCUFY TopicPsot Web Application, ¥ 2.0.2

[www.pi-fan.de]

©Prof. Dr. W. Ziegler 14ICM  |3¥
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CM and Delivery

CD Methods

Interactive Content Delivery

Content Delivery Portal (Pl-Fan)
TOPICPILOT

Suche Alles Anzeigen
Navigating the document structure
(before/after facetted search) Suchresultate
Adjusting the tilt
Filter Inhalt B %
Neigung einstellen Ventilator ,Pl-Fan® T3-B
| Pl-Fan T3-B | = 03.02.2016

® Allgemeine Sicherheitshinweise

= Produktbeschreibung

Der Ventilator hat einen Neigungswinkel von -15° bis +35°. Diesen konnen Sie schrittweise in 5° Schritten
einstellen.

® BestimmungsgemaRe Verwendung
® Vorhersehbarer Fehlgebrauch
® Technische Daten

- Montage

Adjusting the tilt
me

= Bedienung Neigung einstelien

® Neigung einstellen 1. Greifen Sie den Ventilator am Griff auf der Oberseite.

e Einschalten und Geschwindigkeit . g : : g - : y
o 2. Neigen Sie den Ventilator, bis er den gewtnschten Neigungswinkel erreicht hat.
einstellen &
® Schwenkfunktion ein-/ausschalten )
atiun Notiz Ein deutlich hérbares Einrastgerausch signalisiert, dass sich der
g Neigungswinkel um eine Stufe geandert hat.

® Rotor reinigen

=+ Fehlerbehebung

® Kontaktdaten

Weiterfuhrende Informationen
® Entsorgung

www.pi-fan.de

©Prof. Dr. W. Ziegler 14ICM [
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CM and Delivery

CD Methods

Interactive Content Delivery

CDP: Facets in Documents

Bedienungsanieitung 73-8
Bedienungsanleitung T3-B

- {f .1 v AN
| ATV

4 Bedienungsanleitung 73-8

Allgemeine Sicherheitshinweise
Produktbeschreibung
Bestimmungsgemale Verwendung
Vorhersehbarer Fehlgebrauch '
Technische Daten Bedienungsanieitung T3-B
» Montage i INHALTSVERZEICHNIS Bedienungsanleitung T3-B
Inbetriebnahme
» Bedienung : ; ;
» Wartung Suche Y  Filterkiiterien 8 sosncinde
» Fehlerbehebungen
Kontaktdaten . Aufbau Gesamtgerat Format
Entsorgung 4 Bedienungsanleitung T3-B )
» Bedienung * Anzeige- u. Bedienelemente HTML
» Beleuchtung » Micro:
Schema : : 4 Halterung » Micro:
. Na\“ga‘tmg the » Bodenstanger » Micro:
Content Delivery document structure; b Deckenhat@ung 21p
Server then facetted filter Tischstandfuf
» Wandhalterung
» Heizung
» Rotor
» Schutz

www.pi-fan.de

©Prof. Dr. W. Ziegler 14ICM 8y



Interactive Content Delivery

CM and Delivery

CD Methods Content Delivery Portal (Pl-Fan)

Bedienungsanieftung 73-8
B nHaLTsVERZEICHNIS Teleskopstange und Standplatte montieren
Al «"=SCHEMA
4 Bedienungsanleitung T3-8
4 Montage Bedenungsaniefung T3-8 = Montage  Teleskopstange und Standplatte montieren

Teleskopstange und Standplatte montieren

“Bedening Teleskopstange und Standplatte montieren
Hohe einstellen

'E]

Bodenstander montieren

[www.pi-fan.de]

Befestigen Sie die Justierschraube 1 an der Teleskopstange 2, wie in Abbiidung 1 2u sehen und Ziehen Sie die Justierschraube
Schema handfest an

Content Delivery  Stecken Sie die Teleskopstange 2 in die runde Aussparung an der Obersefte des Bodenstanders 3

Server
Befestigen Sie gie Teleskopstange 2 am Bodenstander 3, Indem Sie die Befestigungsschraube 4 durch den Bodenstander
stecken. und handfest anziehen

- Die Teleskopstange ist nun am Bodenstander befestigt

©Prof. Dr. W. Ziegler 14ICM Cin
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CM and Delivery

CD Methods

Interactive Content Delivery

CDP and Semantic Search

"/ [ Portal x\\l

o

18le|@] 32

C ) | & hitps//escempolisservices.com/app/iesng/#/main/search

=0
Suche Entscheldungsbaum

« Aktion
verbinden 3
einschalten 2
tauschen 2
schliefen 1
« Produkt Filter zurDcksetzen
v ) Ventilator 3
v | Tischventilator 3
v || TSRethe 3
¥ T5DH2 3
* Informationstyp
’ Benutzerdokumentation 3
* || Servicedokumentation 3
~ Komponente
Anzeige und Bedlenelemente 3
Rotor 3
Gesamtgerét 2
Stromversorgung 1
voaw Filter zuruckaetzen
Losungen
¥ Topic 3
~ Sprache

I ) D 0

Zeige 3 von 3 Ergebnissen

= & Reparaturanleitung T5-DH2

a5 Datsityp ** Anderur jaturm. 04.1

e ¥ Ve . s00miu
=+ Toplc Rotor reinigen
» Tople Rotor montieran -

T
.

Topic Fehlercodes am Display
» Toplc: Schwenkbereich freirdumen

T Vv

Sortiert nach Relevanz «

» Toplc Elektromotor tauschen

Weniger

& Serviceanleitung T5-DH2

Dateityp: Topit werungsaatum: G411

@

» Topic Rotor reinigen
+ Topic: Rotor montieren

Madr
Vieh

& Bedienungsanleitung T5-DH2

)

¥

(E

Dateityp: Topic ** Anderungadatum: 04,115

+ Topic. Rotor reinigen
+ Topic: Rotor montietan

Mehr

» Details

» Details

Natural Language

Processing (Al)

Retrieved

.Topics

Empolis Content Express

www.pi-fan.de

©Prof. Dr. W. Ziegler 14ICM CM
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CM and Delivery

Interactive Content Delivery

CD Methods CDP environment in industrial applications

Off Site

P |
’

/
7

On

Supplier
Site [Ult--

Machine state

]A?dltlor:§| (errors, messages,
8!(1 ormation a2 operating conditions)
Sources

Web Portal / Mobile

Exchange Format
(standardized / iiRDS)

Online/
Offline

|
User Information
Service Information

©Prof. Dr. W. Ziegler 14ICM  |3¥



Interactive Content Delivery

.
CD Methods CDP Use Cases (Sources / Access)
REQUEST
(automated URL/Web-Service)
Industry 4.0/ IoT/MiC2025 RETRIEVAL
REQUEST (manually):
(manually): N Dlrect search
Facettted ~ - .
search+ More
Navigation Intelligence!

/ CD

©Prof. Dr. W. Ziegler 14ICM [
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CdDand Delievery

Intelligence
Cascade

Interactive Content Delivery

Typical challenges of (CMS) taxonomies

* Relations between product components;
Depencies of topics on combinations of components

* Multiple sources of content and metadata including
correlations and dependencies

» Dependencies of additional variant properties on product
components

* Multi occurences of product components at different
locations (in taxonomy)

* Dependencies of information types on other taxonomic
values

©Prof. Dr. W. Ziegler 14ICM 8y
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CM and Delivery

Intelligence
Cascade

Interactive Content Delivery

Levels of Intelligent Content and Data

Native Intelligence
Semantic content and semantic metadata for process

automization, e.g. PI-Classitication

Augmented Intelligence
Additional relations between content objects

described e.g. by ontologies

Artificial Intelligence
Automated extraction of metadata and knowledge by

statistical methods, ...

©Prof. Dr. W. Ziegler

141CM
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Interactive Content Delivery

Intelligence More Complexity (and Dimensions)

Cascade

Intrinsic Intrinsic
Taxonomies Taxonomies

. Safety
I I Functional
Description

. Repair

Content
Topic

I User Manual

I Service Manual

i Functional Metadata

Properties

Hierarchies, Taxonomies, List, ...

©Prof. Dr. W. Ziegler 14ICM CM



Interactive Content Delivery

CM and Delivery

Intelligence Augmented Intelligence

Cascade The purpose of augmented intelligence is to

* model the complexity of real world products and information

» overcome typical shortcomings of the
taxonomic modelling of metadata

* Introduce model of objects, their properties and (conditional)
relations between each other
as semantic network - Ontologies

©Prof. Dr. W. Ziegler 14ICM 8y
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CM and Delivery

Intelligence
Cascade

Interactive Content Delivery

Augmenting CMS / CDP by Ontologies

©Prof. Dr. W. Ziegler 14ICM 8y
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CM and Delivery

Intelligence
Cascade

Interactive Content Delivery

Augmenting CMS by Ontologies

@
Interfaces \

e.g. for product models

r g
i CMS &\J‘S‘\

©Prof. Dr. W. Ziegler 14ICM [
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CM and Delivery

Intelligence
Cascade

Interactive Content Delivery

Ontology Modelling of PI-Fan

Product model (attached to engineering) as (as far as possible/needed complete)
model of components, their relations, functions and properties

Stromzufuhr B«{C}pﬂ'}fen 1
Antrieb =& Y Elektromotor = <}auswechseln H 1
Y Getriebe = —‘(':C}auswechseln 1

Bedieneinheit [# 9

with respect to variants

Heiztemperatursensor
- sinschaiten [# 2
Y *Heizung = <) susschaiten @ 2

= Tempersatur

Fligel
\ 5 L Fligelhalter
$3 —-*Funkhonsemhelt
Roto Laufrad
otor
montieren 1
reinigen [# 1
= f ¥ Rotordurchmesser
*Venhlator = g :
o Schutzgitter-Vorderseite
*Schutzgttter = : v B
Schutzgitter-Riickseite
& Geschwindigkeit [5 einstelien [@ 1
a o - p g o=
Source: aSchwenkbereuch tg,l @ fretreume L-B; 1
o Neigungswinkel =l —<Xeinstellen &
Ontolis

3= Schwenkfunktion & 2
Y *Raumtemperatursensor

© 2017 ONTOLIS GmbH

©Prof. Dr. W. Ziegler 14ICM [
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CM and Delivery

Intelligence
Cascade

Augmenting CDP by Ontologies

CMS

Interactive Content Delivery

©Prof. Dr. W. Ziegler 14ICM 8y



Interactive Content Delivery

CM and Delivery

Intelligence Ontology modelling of Pl-Fan

: Information subject
. Tf)pl_c type ‘ . g . Functional metadata

l’ \ 7:*,:

o @
'@ @ @ = + ‘ Reference @ @ @

oncept @ & 4

+ & P & @

. Learning ’ Event '@ ‘ I
. Troubleshooting ; .‘ ‘ Planning time

+ Task
|
‘ Blower adjustment ‘Safety Forsee misuse
il . Supplies
‘ Instruction
@ ‘Qualiﬁcation
N

<y

+ & Clearing the swivel area ® ‘Skill level
+ @ Mounting telescope ¥ Adjusting the speed C

( m Ile“t £ ”“g the'OtOI .
; or '-.. 43

e
@ ® < @ Safety Forsee misuse
e Speed regulator

@ X5-DH2
eProduct L ‘

Source: I-Views

©Prof. Dr. W. Ziegler 14ICM 8%
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CM and Delivery

Intelligence
Cascade

Interactive Content Delivery

Standardizing Exchange by Ontologies

iiRDS: Standardized description and packaging of metadata and content.

Metadata are described by using the formal ontology language RDF and
the logic of extended Pl-classification.

©Prof. Dr. W. Ziegler 14ICM [



Interactive Content Delivery

Intelligence Where Artificial Intelligence can be used ....
- Machi
Cascade CDP ™ Translation
Artificial Intelligence i Auto
Auto Classifi-
Class:f: cation
cation
0 o0
B 0//.0 @
Machine ®

Translation

Emphasis and technology use depend on market,

industry, use cases / DIS

35 ©Prof. Dr. W. Ziegler 14ICM CM



Digital Information Services (DIS)

How to make use of intelligent content and content delivery



Interactive Content Delivery

Digital Information Services

Delivery Recent target groups & CDP applications
Applications

 Sales
e Production

CDP support various
« TC department (review, QA)

processes within the
product lifecycle phases e Customer/End User (Handover & Use)
* Training

e Service (inhouse & external)

» Help Desk

©Prof. Dr. W. Ziegler 14ICM [
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Digital Information Services

Ontology &
Delivery
Applications

Interactive Content Delivery

Use Case: Search and generating of sales information

-— » - - - - .
- ' ‘

® » -

- .
L

- .

.

.

- -

. ® o

. .

©Prof. Dr. W. Ziegler 14ICM 8%



Facetted search:
Classes and relations defined by ontology

Search Result:
Industrial Application

(Product Use Cases) Directly Connected Content:

Retrieved or generated content

Related Content:

Taxonomic (direct) Relations defined by ontology

metadata
of selected application



Digital Information Services

PRISMA ooy s

() service pate

EXPECTED OPERATION HOURS

DOWNTIME

CDP and information is

BUDGET

connected to service

CONDITIONAL EVENTS

processes

v CONFIRM TASKPLAN

07.11.2017

Adjusfing the Bubble Level Indicator
Lubricaiing Retaining Pins on Refum Pulleys
Lubricating Jack Cylinder Bamels

Lubricating Jack Cylinder Support Tubes

VIN:
Model: RT880E
Startup Date: 2016-12-29

PRODUCT STATUS SERVICE QUALITY

20180329 B
100%

QUICK STATS

: € .I-
463 06.04.2018
B BOOM TEARDOWN

B HIGH PRESSURE CLEANING FLAT RATES MATERIALS TOTAL COSTS NEXT SERVICE

SHOW CRANE OVERVIEW

MAINTENANCE POINTS

.

10.01.2018 16.012015 2903 06.04 2018 10.04 2018 11.04.2018

TASKPLAN (30) UPCOMING TASKS

06.04.2018
10.04.2018
11.042018

15.04.2018

CM



Digital Information Services

o

°A) Measured pressure

I & | star-group.net

PRISMA

Control block for Z-Kinematics:Check and adjust the secondary pressu
Checking Air Cleaner Filter

Checking Oil Level in Turntable Gear Box

6. Measure hwgh pressure

High pressure at the function lifting the boon

Measured pressure 3[)(B

i @O




Digital Information Services

Digital services
as extended
product
portfolio

Flushing Gate 02 «
7.78 m away

1 children

4 documents

Universal access to system-relevant information

f;‘éRoutine inspection of flushing gate

230V /108 W/ 0.81 A/ 400 m*/h / 1300 min"

©Prof. Dr. W. Ziegler 14ICM
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Digital Information Services

Service
Information
Delivery

The delivery of service
information can be coupled to
machine states.

This concept can be aligned
with the digital twin from loT
and 14.0.

Scheduled/preventive
maintenance and moreoever
predictive maintenance will be
supported by system/product
analytics.

Interactive Content Delivery

Digital twin and analytics

Source: GE
https://www.youtube.com/watch?v=DjK3-A5RgW8

©Prof. Dr. W. Ziegler 14ICM [
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DIS

Technologies
supporting CDP

Interactive Content Delivery

Extended interfaces and navigation/requests

* Augmented and virtual reality
applications permit to select
visually components (p-classes)
and to request corresponding

topics

www. heidelberg.com

* Natural language processing and Al technologies permit to
address topics: Speech recognition determines
(Pl-)classification and additional parameters for requests

* Chatbots using predefine ,topics” or in future generated content

©Prof. Dr. W. Ziegler 14ICM
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Use Cases and Industrial Applications
for loT and Service Applications

©Prof. Dr. W. Ziegler 14ICM Cin



Fieldwork

Fieldwork area

Planning Layer

Management Layer Simulation ERP

Factory Layer Production Control

Control System / Engineering / Control Related Software
System integration (SI)

Control Layer

Plant Field Layer Fieldwork

4

ISE’s Specialization
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Fieldwork

Examples

Interactive Content Delivery

I (™=

Information System Enginearing

[
Examples for Fieldwork =

Fieldwork areas:

- Cure & Care

- Sales

- Logistics

- Servicing and Maintenance

Challenge:

» Both digital and physical documents have to be carried
|deal:

» Having both hands free and an ideal device to show
information

©Prof. Dr. W. Ziegler 14ICM [
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Device

Ideal Device

Microsoft HoloLens

Interactive Content Delivery

= (I

{ (T
{1

Il

<4
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Interactive Content Delivery

Interface Platform

= (I

3 (0 (==

Il

[

Concept ISE’s planned Interface Platform

Human Interface Platform
- Service Engineers with Microsoft's HoloLens

Human Interface Platform with Robotics

- Operating Robotics in addition to Microsoft's
HoloLens

©Prof. Dr. W. Ziegler 14ICM 8y



Human Interface Platform

Fieldwork solution

-

Extended Reality, displays
necessary information as
hobgrams wsing the Microsoft
HoloLens

L Findicator

Al

Narrows down the relevant
infamation without manual

operation, acquired by Al
Tednobgy

Information

k

Muitiple selections from
the learning model

rFingicator
Sep !
Romres T Sows Yo Xl t-“ ‘.
B T P T e mm - Y
B ool s yOu ! Y

information
} Cepanaing
on current

situation

Al Successionary

CDP

Information Transmission

Technology independent of
specific CMS

o
|

J"

1
2 3 4 J
A 2 J ]

é

r
2 A 1 ]
2 A ) J

- 2
B
N
-
1dTe <
> -3 -
.

el

" Q

TC

Classification Technology for
making effective use of massive
existing information assets
owned by customers

CM



Use Case: Device Maintenance

Muiltiple selecions from

Fieldwork solution Information the learning modela

'-‘“"‘1'; { _-, f" : s\ ?-1 H ":'E O l, “'J T\.‘\

information
» Gepending

on current

situation
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Interface Platform

Guidance

Interactive Content Delivery

I (™=

(=

Guidance for the Fieldwork @ &= _EE_

» Display information on the Microsoft HoloLens

¢ HTML-based
- Text
- Images
-Videos

 Based on the Context of Use, further Information for

can be displayed at the same time on the Microsoft
HoloLens

©Prof. Dr. W. Ziegler 14ICM [
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Feasibility Experiment

Feasibility
Experiment

Interactive Content Delivery

I (==

(=

Feasibility Experiments at the
TC Symposium 2018 in Tokyo and Kyoto

:
g
g
"]
<
2
a
-
m
2
g
3

To prove the Fieldwork Solution:
Solving Puzzle Demonstration

While wearing the Microsoft HoloLens, the user had to
solve a puzzle by referring to the displayed
information on the device

©Prof. Dr. W. Ziegler 14ICM [



Interactive Content Delivery

Feasibility Experiment

(=

Example Feasibility Demonstration

3
¢
]
:
|
:

SERMOIDA—FOPArLTL AL

B0, HOBICAZL T EXL,

TR X
v, T—A
B 254 KT

’

:;. 4‘.\" \ ===
L& =t

l' .
7
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Feasibility Experiment

Analogy

Analogy

Interactive Content Delivery

(™

Information System Engineeoring

Microsoft HoloLens
recognizes the Target
Device

Relevant information is
displayed on the
Microsoft HoloLens

Next information /
Instructions are
displayed on the
Microsoft HoloLens

©Prof. Dr. W. Ziegler 14ICM 8y
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Feasibility Experiment

I (™=

(=

Results Results of the Feasibility @& = &= -
Experiments

» Related information is always in the field of view

e Hands-free

» User is able to work with both hands while having
documents or instructions always in sight

« Users with different skill levels can operate

e Positive feedback and results from collaborators

©Prof. Dr. W. Ziegler 14ICM [
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Feasibility Experiment

Results

Questionnaire

Possibility of Recommending the
Technology to Superiors or Customers

BYes B Maybe B No

Interactive Content Delivery

I (==

(=

3
¢
]
g
i
:

26 out of 40 testers participated

Yes: “...highly interested”

Maybe: “...unimaginable”
No: “...the device didn't fit"

> Demand and Interest exists in the
Japanese Market

> Microsoft's HoloLens can be well
applied for the Fieldwork Solutions

©Prof. Dr. W. Ziegler 14ICM 8%
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Background Human Interface Platform =
with Robotics

Change of the social structure in Asia

« Japan has a rapid changing social structure
- Aging Society
- Recently, more Asian countries tend to have the
same changes

* More elderly than young
- Not enough people to take care of the elderly

Solution: Robotics

61 ©Prof. Dr. W. Ziegler 14ICM [
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Real Haptics

Interactive Content Delivery

I (==

[
Keio University’s Real Haptics seEe
Technology

« Keio University is pioneering Real Haptics
Technology

* Real Haptics

- Robotics

- Transmission between “"Master” and “Slave”
- Transmit tactile and force sensation

> Even the sensation of the surface of the material can
be transmitted

©Prof. Dr. W. Ziegler 14ICM [
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Prototype

Real Haptics Prototype (1/2)

Interactive Content Delivery
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Prototype

Real Haptics Prototype (2/2)

Interactive Content Delivery
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Use Cases

65

Interactive Content Delivery

I (™=

(=

Real Haptics planned Use Cases 1== 1 =

* Nursing
* Medical Care
* Industry, Assembly and Production

» Cases that require Human Engagement and
sensitive haptics can be executed remotely with
Robots

©Prof. Dr. W. Ziegler 14ICM [
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Cooperation ISE’s Cooperationwith = 8= e
Keio University

« Extended Use Case: Fieldwork

 |SE develops Information System for the Robotics,
based on Real Haptics
- "Robot Glove” Solution

» Tasks that require Human Engagement and
sensitive haptics can be enhanced for the Fieldwork
Solution

66 ©Prof. Dr. W. Ziegler 14ICM [



Enhancement with Robotics

Fieldwork solution

1 Device specific Information

Multiple selections from Existing
U . the learning model Content Assets
Information ’ - :
L B B B B B B _E N _E N _E R _E_E_E B _E_E_ R _E_E_E_JE N _E_ B _E_E B _E B N _E_E_ B _E_J _J P . . .
B )
Findicator l‘ BB DB
Romoren L aoows: 20m 0XR COER ' . . .
v Gma o Mo randcs wie o naas . (glhaliadl R .. .
- A e 10w y U : p .
\.l .
il " ’ information il
berrrevenn., depending BB
: on current RB B
situation BR B
RER B
RR D
BB B
Devided into
reusable unk

RH

Real Haptics, force and haptic
information interface between
human and robot (Robot Hand)

Additional Information
can be acquired with the
obot Glove” Solution

CM
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Enhancement

Interactive Content Delivery

I (==

) ° ° [E‘_ -_L[:
Additional Value with Robotics Ee_SE.

» Additional Data can be acquired when operating a
Robot, such as
- Weight of the target object
- Pressure on the target object
- Temperature of the target object

« Compares actual Data with Master Data

« Based on the comparison, optimal Information for
Use can be displayed on the Microsoft HoloLens

©Prof. Dr. W. Ziegler 14ICM [



Content & Data Analytics

How to measure intelligent content



Analytics

Off Site
Web Portal / Mobile

€3

Online/
Offline

Q
User Information
Additional Service Information
Information
&
Sources

Machine state
(errors, messages,
operating conditions)

Q



Interactive Content Delivery

CMS Analytics Report Exchange (REx) data export from CMS

 REx interface defined by 14ICM; ( s > EEL

Export function for raw REx data
provided by CMS vendors;
REx data set analyzed by [4ICM;
. =
Export REx Level 1 REx Level 2

= s

XSL o /mm  XSL -

—_ ;

m ) -

= ;

=< '

“Prodiine”

REx file.xml

71 ©Prof. Dr. W. Ziegler 14ICM [
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Efficiency & cost
metrics for CMS

(Intrinsic/extrinsic)
metadata can be used as
analytic filters for detailed

analysis of modular reuse

Interactive Content Delivery

Topic reuse counts within system/company

(facetted)

Funktion

[¥1[ Aufbau |
Bedienung

VI Reparatur |

Antrieb
Anschluss
Elektromotor
Halterung
Tischstandfui
Bodenstdnder
Wandhalterung
Steuerung-mech
Geschwindigkeitsregler
Temperaturregler
|Fernsteuerung

Beleuchtung
Abdeckung
Leuchtmittel

320

280

240

200

160

120

80

40

QZ q3 q4 qs QG 0.7 0.8 0.9 ]

-0.8
-0.7
-0.6

/ o8

-0.4

-0.3

High reuse

-0.2

-0.1

Ll 1
30 60 90 120 150 180 210 240 272
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CMS & CDP
Analytics

Interactive Content Delivery

Overview of Content Intelligence

CMS Analytics ‘O\\'\’d CDP Analytics
(REX) 0 (CoReAnN)
- Metrics: Indirect feedback
* Reuse Rates

(Abundancy) - Metrics:

* Redundancy
* Document Sharing

* visiting time,
* Visit frequency

factor i * search
e Variant managemse Delivery & behaviour
* Correlations; Feedback e search terms

Distributions

Artificial

Direct feedback

Intelligence * Rating

- Quality * Satisfaction
assurance:

* Similarity - Improve:
analysis * Product |

* Classification * Information
quality e Terminology

(Harvesting)

©Prof. Dr. W. Ziegler 14ICM [



CoReAn

Most requested topics can
trigger content
enhancement

or product reengineering

74

Interactive Content Delivery

Number of topic requests (URL calls)

Seite

Jcollection

fdoc/TP-DH..
Jdec/TP-DH..
Jdoc/TR-DH..
Jdoc/TP-DH..

/home

Jdoc/TP-DH..
[doc/TP-DH..
fdoc/TP-DH..
[dec/TP-DH..

intrinsische Inf..

Mull

Anleitung

Beschreibung

Sicherheit
Anleitung
MNull

Anleitung
Anleitung
Anleitung

Anleitung

Topic-ID

intrinsische Infor..

MNull
Montage

Technische Daten

Bestimmungsgem..

Eedienung

Mull
nbetriebnahme

Wartung

Bedienung

Eedienung

intrinsische Informa..

MNull
MNull
MNull
Mull
Geblgseeinstellung
MNull
Mull
Mull

Schwenkaktivierung

Temperatureinstellu..

Classification (facets)

intrinsische ..
MNull

Gesamtgerat
Gesamtgerat

Gesamtgerdt

Anzeige-Eedi..

Mull
Antrieb

Heizung

Anzeige-Bedi..

Anzeige-Eedi..

extrinsi..

Null

TP-DHZ
TP-DHZ
TP-DHZ
TP-DHZ
Null

TP-DHZ
TP-DHZ
TP-DHZ
TP-DHZ

Topic/ URL calls

Frage Nu..
MNull

Frage 12 ..
Fraged ..
Frage 1L..
Frage 11 ..
MNull

MNull

Frage S L. _
Frage & L. || GG
Frage &/7.. | KGN

50 100 150

i

Seitenaufrufe
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CoReAn for CDP

Corresponds to SEO in
classical web analytics
Search terms with no
results trigger topic

creation

Interactive Content Delivery

Monitoring of used terminology (search terms)

Site Search Keywords

Keyword Searches v  Search
Results
pages

cookie 3 1

‘ 2496 2 1
adwords 2 1
f grouping 2 1
| log in 2 1
g login 2 1

plugin 2 1
" 42496 1 1

aclk 1 1
g apache 1 1

https://piwik.org/wp-content/uploads/2012/10/Pages-
following-Site-Search.png
https://piwik.org/wp-content/uploads/2012/10/Site-
Search-keywords.png

©Prof. Dr. W. Ziegler 14ICM
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Interactive Content Delivery

Intelligence Where Artificial Intelligence can be used ....
- Machi
Cascade CDP ™ Translation
Artificial Intelligence i Auto
Auto Classifi-
Class:f: cation
cation
0 o0
B 0//.0 @
Machine ®

Translation

Emphasis and technology use depend on market,

industry, use cases / DIS

76 ©Prof. Dr. W. Ziegler 14ICM cM



Analytics

Off Site
Web Portal / Mobile

€3

Online/
Offline

Q
User Information
Additional Service Information
Information
&
Sources

Machine state
(errors, messages,
operating conditions)

Q



CM and Delivery

Machine An al yt | CS Language

translation recognition
Off Site
Web Portal / Mobile

© -

o /* y MaCh’ne Online/
/ analyt’cs Offline

Content
generation

Supplier /

Q

Or e
S tellli _ User Information
Additional { - veee | Service Information
Information S
& Interaction Object
Sources / gesture _ recognition
analyses Machine state

(errors, messages,

O operating conditions)



Thank you for your attention!

wolfgang.ziegler@idicm.de

tctn-user02@ise.co.jp

141
CM

Institute for Information and Content Management




ckom, .. teworld, .

STUTTGART, 13.-15. NOVEMBER STUTTGART, NOVEMBER 13-15

Your opinion is important to us! Please tell us what you thought of the
lecture. We look forward to your feedback under

http://in29.honestly.de

or scan the QR code
E . |_ E

i

The feedback tool will be available even after the conference!



